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LIQUID-TIGHT CONNECTOR BRASS 45

« Brass nickel plated core and cover

« Liquid-tight 45 angle connector for metallic flexible conduits
« Inside : PA6 Ring and galvanized ferrule

« High corrosion protection

« High vibration and traction resistance

« Suitable with T6400 series locknuts
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L640210
L640211
L640212
L640216
L640221
L640226
L640235
L640240
L640252
L640410
L640412
L640416
L640421
L640426
L640435

L640440

1640452
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PG9
PG11
PG11
PG16
PG21
PG29
PG36
PG42
PG48
M16x1.5
M16x1.5
M20x1.5
M25x1.5
M32x1.5
M40x1.5

M50x1.5

M63x1.5

10.00

10.00

13.00

16.00

21.00

26.00

35.00

40.00

52.00

10.00

13.00

16.00

21.00

26.00

35.00

40.00

5200

58.00

58.00
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50.00
50.00
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0,715 4.00
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L640613 12" 13.00 0,077 40.00
L640616 12" 16.00 58.00

L640621 3/4” 21.00

L640626 17 26.00

L640635 11/4” 35.00

L640816 NPT 1/2” 16.00 58.00 0,095 40.00
L640821 NPT 3/4” 21.00 62.30 0,136 20.00
L640826 NPT 1” 26.00
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