
"Your Conduit Partner"

SPC
PLIABLE STAINLESS STEEL CONDUIT, TUBE

PLIABLE STAINLESS STEEL CONDUIT, TUBE

• material : stainless steel

• Stainless steel core (SS304)
• Stainless steel provides excellent corrosion resistance
• Pliable
• They are easily bent by hand, and retain their shape when finally
positioned
• Lead free
• Custom lengths are also possible upon inquiry

IP65

Technical Details

Product Code Size I A B C D E F Net Weight (kg/pc) In Pack (pc)
SPC04-0200  4.00 9.00 2.50 200.00    200.00

SPC04-0300  4.00 9.00 2.50 300.00    200.00

SPC04-0400  4.00 9.00 2.50 410.00   0,122 200.00

SPC04-0450  4.00 9.00 2.50 450.00    200.00

SPC04-0500  4.00 9.00 2.50 500.00   0,143 150.00

SPC04-0750  4.00 9.00 2.50 750.00   0,222 150.00

SPC04-1000  4.00 9.00 2.50 1000.00    100.00

SPC04-1500  4.00 9.00 2.50 1500.00   0,440 50.00

SPC04-2000  4.00 9.00 2.50 2000.00    50.00

SPC07-0100  7.00 13.00 3.00 100.00     

SPC07-0200  7.00 13.00 3.00 200.00     

SPC07-0500  7.00 13.00 3.00 500.00     

SPC07-1150  7.00 13.00 3.00 1150.00   0,581 20.00

SPC07-1500  7.00 13.00 3.00 1500.00     

SPC08-0100  8.00 17.00 4.50 100.00     

SPC08-0200  8.00 17.00 4.50 200.00     
SPC08-0500  8.00 17.00 4.50 500.00     
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SPC
PLIABLE STAINLESS STEEL CONDUIT, TUBE

SPC10-1000  10.00 15.00 2.50 1000.00     
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