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BPV
GALVANIZED STEEL STRIPWOUND HOSE

GALVANIZED STEEL STRIPWOUND HOSE

• Galvanized steel interlocked core
• Pliable
• Stainless steel provides excellent corrosion resistance
• Pressure and temperature resistance
• Long service life
• Custom lengths are also possible upon inquiry

IP42 -30 C +300 C

Технические характеристики

Код продукта Размер I A B C D E Вес нетто (kg/м) Количество в

BPV025  25.00 29.00 2.00    10.00

BPV040  40.00 44.00 2.00   1,038 5.00

BPV051  51.00 55.00 2.00   1,345 10.00

BPV061  61.00 65.00 2.00 730.00  1,351 5.00

BPV065  65.00 69.00 2.00   1,358 5.00

BPV070  70.00 74.00 2.00    10.00

BPV077  77.00 81.00 2.00   1,486 5.00

BPV080  80.00 84.00 2.00    10.00

BPV102  102.00 106.00 2.00   2,025 10.00

BPV115  115.00 119.00 2.00    10.00

BPV120  120.00 124.00 2.00   2,401 10.00

BPV127  127.00 131.00 2.00    10.00

BPV130  130.00 134.00 2.00    10.00

BPV150  150.00 154.00 2.00   2,960 10.00

BPV180  180.00 184.00 2.00    5.00

BPV200  200.00 204.00 2.00   3,840 5.00
BPV250  250.00 254.00 2.00    5.00
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