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EX-PROOF REDUKSIYON BUSHING, PIiRING
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Ex sahalarda farkli ¢caplar!

» materyal : piring

« Piring malzeme uzeri nikel kaplamali
* Ex - proof sahalarda kullanima uygun

« Duslik captaki boruyu veya rakoru daha yiiksek ¢aptaki dis ¢ekilmis
bir delige, buata veya panoya baglanti amaciyla kullanilir

« Disi - erkek baglanti saglar

« Dis hava sartlarina, asitlere, yaglara karsi mikemmel dayanim

« Kisa tip rediiksiyon bushing

* ATEX 11 2GD Ex db IIC Gb ; Ex eb [IC Gb ; Ex tb IlIC Db, IP66/68
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V67420416
V67425416
V67425420
V67425816
V67432420
V67432425
V67432816
V67432821
V67440420
V67440425
V67440432
V67450425
V67450432
V67450440
V67463440

V67463450

V67816813

M20x1.5
M25x1.5
M25x1.5
M25x1.5
M32x1.5
M32x1.5
M32x1.5
M32x1.5
M40x1.5
M40x1.5
M40x1.5
M50x1.5
M50x1.5
M50x1.5
M63x1.5

M63x1.5

NPT 112"

fleksan.com

M16x1.5
M16x1.5
M20x1.5
NPT 1/2”
M20x1.5
M25x1.5
NPT 1/2”
NPT 3/4”
M20x1.5
M25x1.5
M32x1.5
M25x1.5
M32x1.5
M40x1.5
M40x1.5

M50x1.5

NPT 3/8”

0,034

0,093

0,064

0,210

0,149

0,026
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V67821416
V67821420
V67821816
V67826416
V67826420
V67826425
V67826816
V67826821
V67835432
V67835821
V67835826
V67840821
V67840826
V67840835
V67852840

V67863852
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NPT 3/4”

NPT 3/4”

NPT 3/4”

NPT 1”

NPT 1”

NPT 1”

NPT 1”

NPT 1”

NPT 1 1/4”

NPT 1 1/4”

NPT 1 1/4”

NPT 11/2”

NPT 1 1/2”

NPT 11/2”

NPT 2”

NPT 2 1/2”

M16x1.5
M20x1.5
NPT 1/2”
M16x1.5
M20x1.5
M25x1.5
NPT 1/2”
NPT 3/4”
M32x1.5
NPT 3/4”
NPT 1”
NPT 3/4”
NPT 1”
NPT 1 1/4”
NPT 1 1/2”

NPT 2”
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0,043 80.00
0,040 80.00
0,088 40.00
0,107 30.00


https://fleksan.com
http://www.tcpdf.org

